ROLLER CHAINS EUROPEAN
STANDARD “BEA”“




A al"q nti’ CHOICE OF ROLLER CHAINS PITCH

POWER TRANSMIESION DIN 8187 = ISO 606
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NUMERO DI GIRI DELLA RUQTA MINORE ni1 (min—1}

TRANSMISSION COEFFICIENT "K"  FOR COMBUSTION ENGINES INCREASE THE “K" FACTOR BY 0.5

1:1 222 1,85 1,59 139 122 110 099 091

Impact-free advancement 241 *1,97 1.64 1,41 123 1,08 0.97 0,88 0,80
Regular solicitation 3:1 1,82 1,52 1,30 1,14 100 090 081 0,74

51 1,68 1,40 1,20 105 092 083 075 068

11 *2,78 2,32 1,98 1,74 153 1,38 1,24 1,13

Smooth running with occasional light bumps, 2:1 246 205 176 155 135 122 110 105
slightly wavy stress 31 228 1,90 1,63 143 125 1,13 1,02 093

51 2,10 1,75 1,50 1,31 1,15 104 093 085

1:1 *3,33 2,79 2,38 209 183 1,65 1,49 1,36

Light impacts, medium stress 2:1 295 247 211 185 162 146 1,31 1,20
wavy 31 2,73 2,28 1,95 1.71 1.50 1,35 1,22 1.1

51 2,52 2,10 1,80 1,58 1,38 1,25 1,12 1,03

1:1 389 325 *278 244 214 192 173 1,58

, 2:1 ‘344 287 246 2,16 183 1,70 1,53 1,40
o UG LS A 31 319 ‘266 228 200 175 158 142 130
51 293 *245 209 1,84 1,16 1,45 1,31 1,19

11 ‘444 *371 *317 2,78 244 2,20 1,98 1,81

Strong impacts, altemating stress 21 ‘393 *328 *281 246 2,16 1,95 1,75 1,60

) 31 364 *304 260 228 200 1,80 1,62 1,48

5:1 *335 280 239 210 184 1,66 1,49 1.36

* condizioni d'avanzamento da evitare

www.atlantis-pt.com

120



A atlantis

POWER TRARSMISION

CHOICE OF ROLLER CHAINS PITCH

DIN 8187 - ISO 606
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SYNOPTIC TABLE OF LUBRICANTS

lubrificazione manuale con
pennello - lubrificazione
with the dropper
(da 4 a14 gocce al 1')

lubrificazione in bagno d'olio
all'interno del carter
where the chain is installed

lubrificazione col contagocce (~20

goccee d'olio al 1')

lubrificazione a circolazione

forced through installed dosing disc-
lato all'interno del carter - lubrifica-

zione in bagno d'olio

lubrificazione a spruzzo mediante
pompa di circolazione dell'olio - lubri-

ficazione a circolazione
forced - provides for cooling

100%

100%

100%

100%
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y i ROLLER CHAINS EUROPEAN STANDARD
A a"qmnut“ DIN 8187 - 1SO 606

The European series roller chains
they can operate at temperatures R
from -10 “to + 150 © o

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

ROTOLI DA A 50 MT - ROTOLI DA 100 MT

SIMPLE

04-1 6 - 2,80 1,85 4,00 7.4 5,00 3,0 33 0,12
05B-1 8 > 3.00 2,31 5,00 8,6 1 50 59 0,18
06B-1 9,525 358" 5,72 3,28 6,35 13,5 8,26 9,0 10,7 0,40
06B-1 W 9,525 3/8" 5,72 3,28 6,35 13,5 8,26 9,0 10,7 0,40
08B-1 12,7 1/2" 7,75 4,45 8,51 17,0 11,81 18,0 211 0,68
08B-1 A 127 12" 7,75 445 8.51 17,0 11,81 18,0 211 0,68
10B-1 15,875 5/8" 9,65 5,08 10,16 19,6 14,73 224 274 0,91
10B-1 A 15,875 5/8" 9,65 5,08 10,16 19,6 14,73 22,4 27,4 0,91
12B-1 19,05 3/4" 11,68 5,72 12,07 227 16,13 29,0 323 1,12
12B-1 A 19,05 314" 11,68 5,72 12,07 227 16,13 29,0 323 1,12
16B-1 254 1" 17,02 8,28 15,88 36,1 21,08 60,0 70,6 2,59
20B-1 31,75 1"1/4 19,56 10,19 19,05 43,2 26,42 95,0 1098 3,68
24B-1 38,1 1"1/2 25,40 14,63 25,40 534 33,40 160,0 179,0 6,85
28B-1 4445 1"3/4 30,99 15,90 27,94 65,1 37,08 200,0 226.,0 8,56
32B-1 50,8 2" 30,99 17,81 29,21 67,4 42,29 250,0 273,0 9,49
40B-1 63,5 2"112 38,10 22,89 39,37 82,6 52,90 355,0 390,0 15,53

DOUBLE
05B-2 8 - 3,00 2,31 5,00 143 71 5,64 7.8 85 0,32
06B-2 9,525 318" 5,72 3,28 6,35 238 8,26 10,24 16,9 19,2 0,76
08B-2 12,7 1/2" 7,75 4,45 8,51 31,0 11,81 13,92 32,0 38,0 1,31
10B-2 15875  5/8" 9,65 5,08 10,16 36,2 1473 16,59 445 57.3 1,79
12B-2 19,05 314" 11,68 572 12,07 422 16,13 1946 57.8 65,7 222
16B-2 254 1" 17,02 8,28 15,88 68,0 21,08 31,88 137 137,5 5,03
20B-2 31,75 1"1/4 1956 10,19 19,05 79,7 2642 3645 170,0 210,0 7,33
24B-2 38,1 112 2540 1463 2540 1018 3340 4836 280,0 3225 13,50
28B-2 44,45 1"34 3099 1580 2794 1247 3708 59,56 360.0 4126 16.96
32B-2 50,8 2" 3099 1781 2021 1260 4299 5855 450,0 5108 18,74
40B-2 63,5 212 3810 2289 3937 1540 5290 7229 630,0 708,1 30,72
TRIPLE

06B-3 9,525 3/8" 572 3,28 6,35 34,0 8,26 10,24 249 27,7 1,12
08B-3 12,7 12" 7,75 4,45 8,51 449 11,81 13,92 475 56,0 1,94
10B-3 15875 58" 9,65 5,08 10,16 52,8 1473 16,59 66,7 833 2,68
12B-3 19,05 314" 11,68 5,72 12,07 61,7 16,13 19,46 86,7 1015 3,32
16B-3 254 1" 17,02 8,28 15,88 99,9 21,08 3188 160,0 2028 7,65
20B-3 31,75 1"1/4 1956 10,19 1905 1161 2642 3645 250,0 306.5 10,96
24B-3 381 1"1/72 2540 1463 2540 1502 3340 48,36 425,0 490,6 20,20
28B-3 44,45 1”34 3099 1590 2794 1843 3708 59,56 530,0 625,9 25,38
32B-3 50,8 2" 3099 1781 29,21 1845 4299 5855 670,0 775,0 28,04
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._\ atlantis ROLLER CHAINS AMERICAN STANDARD

DOWER TRANINISSION DIN 8188 = ANSI 829.1 “ASA"

The American senes roller chains
they can operate at temperatures o T
from <10 “to + 150 © ®

b1

|| e]

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND AP| 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACKS OF 3 MT
SIMPLE
35-1 9,525 3/8" 477 3,58 5,08 13,2 9.05 7.8 10,1 0.34
40-1 12,7 12" 7,95 3,96 7,92 17.8 12,07 14,1 18,8 0,63
50-1 15,875 5/8" 9,53 5,08 10,16 218 15,08 222 304 1,04
60-1 19,05 314" 12,70 5,94 11,91 269 18.08 318 4“7 1,52
80-1 254 1" 15,88 7,92 15,88 335 2413 56,7 72,6 2,58
100-1 31,75 1"1/4 19,05 9,53 19,05 411 30,18 88,5 1104 3,85
120-1 38,1 1"1/2 25,40 11,10 22,23 50,8 36,20 127,0 1446 5,61
140-1 44 45 1"3/4 25,40 12,70 2540 549 4224 1724 190,8 7.24
160-1 50,8 2" 31,75 14,27 28,58 65,5 48,26 226,8 2534 9,91
60-1H 19,05 3/4" 12,70 594 1,91 31,2 18,08 31,2 421 1,81
80-1H 254 1" 15,88 792 15,88 38,0 2413 55,6 72,6 3,00
100-1H 31,75 1"1/4 19,05 9,53 19,05 454 30,18 86,8 1104 4,38
DOUBLE
35-2 9,525 3/8" 477 3,58 5,08 21,6 9,05 10,13 15,6 20,3 0,67
40-2 12,7 12" 7,95 3,96 7,92 323 1207 1438 28,2 37,7 1,26
50-2 15875 58" 9,53 5,08 10,16 39,9 1509 18,11 444 60,8 2,05
60-2 19,05 3/4" 12,70 5,94 11,91 49,8 18,08 22,78 63,3 834 3,01
80-2 254 1" 15,88 7,92 15,88 62,7 2413 29,29 1134 145,1 513
100-2 31,75 1"1/4 19,05 9,53 19,05 770 30,18 3576 177,0 220.8 7.64
120-2 38,1 1"/2 2540 11,10 2223 96,3 36,20 4544 254,0 289,3 11,13
140-2 4445 1"3/4 2540 1270 2540 1036 4224 4887 3448 3816 14,37
160-2 50,8 2" 31,75 1427 2858 1242 4826 58,55 4536 506,7 19.68
TRIPLE
*35-3 9,525 318" 4,77 3,58 5,08 31,8 9,05 10,13 23,4 30,5 0,99
*40-3 12,7 12" 7,95 3,96 7.92 48,7 12,07 1438 423 56,6 1,98
*50-3 15,875  5/8" 9,53 5,08 10,16 579 1509 1811 66.6 825 3.06
*60-3 19,05 314" 12,70 5,94 11,91 72,6 18,08 2278 954 120,1 4,50
‘80-3 254 1" 15,88 7,92 15,88 91,7 2413 29,29 170,1 201,9 767
*100-3 31,75 1"14 19,05 9,53 19,05 1130 30,18 3576 265,5 3139 11,43
*120-3 38,1 12 2540 1110 2223 1417 3620 4544 381,0 4339 16,67
*140-3 44,45 1”34 2540 12,70 2540 1524 4224 4887 517,2 583,4 21,51
“160-3 50,8 2" 31,75 1427 2858 1829 4826 5855 680.4 760,1 29,45

* Manufactured on request
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.__\ atl qa nti’ ROLLER CHAINS WITH STRAIGHT PLATES

POWER TRANSMISSION DIN 8187 = ISO 606

© 9 9 90 - © e 9

=4
Fm Y

p)© ©) Q) =

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

CONFEZIONI DA 5 MT SEMPLICE
08B-1 12,7 1/2" 7,75 4,45 8,51 17,0 11,8 18,0 211 0,75
10B-1 15,875 5/8" 9,65 5,08 10,16 19,6 14,7 224 274 0,98
12B-1 19,05 314" 11,68 572 12,07 22,7 16,1 29,0 323 1,24
16B-1 254 1" 17,02 8,28 15,88 36,1 20,6 60,0 70,6 3,30
208B-1 31,75 1" 1/4 19,56 10,19 19,05 43,2 26,4 95,0 109,8 3,91
DOPPIA
10B-2 15,875  5/8" 9.65 5,08 10,16 36,2 14,7 16.59 445 57.3 1,97
12B-2 19,05 3/4" 11,68 5,72 12,07 42,2 16,1 19,46 57,8 65,7 2,27
16B-2 254 1" 17,02 8,28 15,88 68,0 20,6 31,88 13,7 137,5 5,78
20B-2 31,75 1"14 1956 10,19 19,05 79,7 26,4 3545 170,0 2100 7,72

.\ afla nti’ HOLLOW PINS CHAINS

= DOWER TRANSNIESION DIN 8187 = ISO 606

TYPE B - ROLLERS
COMPASS

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACKS OF 5 MT
08B-1 127 12" 775 450 851 170 116 9.3 12,8 0,58 A
10B-1 15875 58" 965 518 10,16 196 147 12,7 164 073 A
12B-1 1905 34" 1168 58 1207 227 159 12,7 17,5 1,10 A
08B-1 127 12" 775 450 851 170 116 10,8 17,4 0,58 B
10B-1 15875 58" 965 518 10,16 196 145 147 197 077 B
12B-1 1905 34" 1168 585 1207 227 159 16,7 233 098 B
16B-1 25,4 1" 1702 833 1588 361 205 32,7 410 221 B
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A atlantis

POWER TRANS MISMON

Sl

NTERED BUSH CHAINS
DIN 8187 - ISO 606

Built with special compasses

in sintered steel.

Suitable for applications with
scarsa lubrificazione come nelle
food, chemical,

pharmaceuticals, electronics, etc.

DN a:

1 2

BUSSOLA SINTERIZZATA

N
®|

5|

Compass

Sintered

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY

PRE-STRETCHED CHAINS

PACKS OF 5 MT
08B-1 12,7 12"
10B-1 15,875 5/8"
12B-1 19,05 3/4"

A atlantis

POWER TRANS MIERION

7,75 445 8,51 17,0 12,40
9,65 5,08 10,16 19,6 14,70
11,68 572 12,07 22,7 16,10

18,0 19,6 0,70
224 25,7 0,88
29,0 30,4 1,10

“O-RING” CHAINS

DIN 8187 - ISO 606

Built with sealing rings
lubrificati che impediscono

I'entrata di detriti e offrono una 0

maggiore resistenza all'usura.
Le catene a rulli O-RING
possono operare a temperature
da -10° a +60°

O-Ring

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY

PRE-STRETCHED CHAINS

PACK OF 5 MT
08B-1 12,7 172"
10B-1 15,875 5/8"

7,75 4,45 8,51 19,0 11,56
9,65 5,06 10,16 21,9 14,48
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ROLLER CHAINS WITH ANGLE ATTACHMENTS
DIN 8187 - ISO 606

A atlantis

POWER TRANS MISRON

az2
b1

4 B
A1/02 ul | .

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

1 F
I El

PACK OF5MT
06B-1 9525 38" 572 635 135 826 80 35 135 95 6,5 1,03 9,0 10,7 0,46
08B-1 127 1/2* 775 851 170 1181 95 43 186 141 84 140 18,0 211 0,77
10B-1 15875 58" 965 10,16 196 14,73 141 52 238 159 104 1863 224 274 1,04
12B-1 1905 34" 1168 1207 227 16,13 158 56 258 175 120 180 29,0 32,3 1,35
16B-1 254 1" 17,02 1588 36,1 2108 190 68 374 254 159 3,00 60,0 70.6 2,83
p
w4 -
' o
K1/02 d1 A B F
E
CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS
PACK OF 5 MT
06B-1 9525 38" 572 635 135 826 80 35 270 190 65 1,03 9.0 10,7 0,51
08B-1 127 12" 775 851 170 1181 95 43 372 282 84 1,40 18,0 211 0,85
10B-1 15875 5/8" 965 10,16 196 14,73 141 52 476 318 104 1863 224 274 1,13
12B-1 19,05 3/4" 1168 1207 227 16,13 158 56 516 350 120 180 29,0 323 1.45
16B-1 254 1" 1702 1588 36,1 2108 190 68 748 508 159 3,00 60,0 70,6 3,48
p g
- -
I =
i ] -
Bl 4 «&Hizf ;
A1/01 d1 A B - _F
_ £
CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS
PACK OF 5 MT
06B-1 9525 38" 572 635 135 826 80 35 135 95 6,5 1,03 9,0 10,7 0,51
08B-1 127 12" 775 851 170 1181 95 43 186 141 84 140 18,0 21,1 0,85
10B-1 15875 5/8" 965 10,16 196 14,73 141 52 238 159 104 163 224 274 1.13
12B-1 19,05 34" 1168 1207 227 16,13 158 56 258 175 120 180 29,0 32,3 1,45
16B-1 254 1" 17,02 1588 36,1 2108 190 68 374 254 159 3,00 60,0 70.6 3,48
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._._\ atla nt“ ROLLER CHAINS WITH ANGLE ATTACHMENTS

POWER TR ESSION DIN 8187 - ISO 606
Fl ¥+ ;
P E}_-._ ) il ol o
N Y
K1/01 di1 | <A B 4 F

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACK OF 5 MT
06B-1 9525 38" 572 635 135 82 80 35 270 190 65 103 9,0 10,7 0,61
08B-1 127 12" 775 851 170 1181 95 43 372 282 84 140 18,0 211 1,01
10B-1 604115216/8" 965 1016 196 1473 141 52 476 318 104 163 22,4 274 1,32
12B-1 19,05 34" 1168 1207 227 16,13 158 56 516 350 120 180 29,0 323 1,66
16B-1 254 1" 1702 1588 361 21,08 190 68 748 508 159 3,00 60,0 70,6 427
[ di 9
L B ]
o
s d i i I
A2/02 A 8 :
E

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACK OF 5 MT
06B-1 9525 38" 572 635 135 826 176 35 135 95 6.5 1,03 9.0 10,7 0,51
08B-1 127 12" 775 851 170 1181 232 43 186 141 84 140 18,0 211 0,85
10B-1 15,875 58" 965 10,16 196 1473 293 52 238 159 104 163 224 274 1,13
12B-1 19,05 34" 1168 12,07 227 16,13 330 56 305 175 120 1,80 29,0 323 1,45
16B-1 254 1" 17,02 1588 361 2108 460 68 391 254 159 3,00 60,0 70.6 3,19
p d1
g
(g ol O
K2/02 A B F
E

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACK OF 5 MT
06B-1 9525 38" 572 635 135 826 176 35 270 19 65 1,03 9,0 10,7 0,61
08B-1 12,7 12" 775 851 170 1181 232 43 372 282 84 140 18,0 21,1 1,01
10B-1 15,875 58" 965 1016 196 1473 293 52 476 318 104 163 224 274 1,32
12B-1 19,05 34" 1168 1207 227 16,13 330 56 610 350 120 180 29,0 323 1,66
16B-1 254 1" 17,02 1588 36,1 2108 460 68 782 508 159 3,00 60,0 70,6 3,78
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. - ROLLER CHAINS WITH VERTICAL ATTACHMENTS
A atlantis DIN 8187 - ISO 606

M1/02 | o] i

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACK OF 5 MT
06B-1 9,525 3/8" 572 6,35 13,5 8,26 8,0 3,5 13,5 95 1,03 9.0 10,7 0,46
08B-1 12,7 1/2° 7.75 8,51 17,0 11,81 95 43 18,4 141 1,40 18,0 211 0,77
10B-1 15,875 5/8° 965 1016 196 1473 141 52 247 15,9 1.63 224 274 1,04
12B-1 1905 34" 11,68 1207 22,7 16,13 158 5,6 26,6 17,9 1,80 29.0 32,3 1,35
16B-1 254 1" 17,02 1588 36,1 2108 190 6.8 35,0 26,0 3,00 60,0 70.6 2.83
A B _n_F
J |
o
MK1/02 Pl eal1
| a2 |
CHAIN PRODUCED BY I1SO 9001 - 1ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS
PACK OF 5 MT
06B-1 9,525 3/8” 572 6,35 13,5 8,26 8,0 35 13,5 95 1.03 9.0 10,7 0,51
08B-1 12,7 127 7.75 8,51 17.0 11,81 95 43 18,4 141 1,40 18,0 211 0,85
10B-1 15875 5/8" 965 1016 196 1473 141 52 247 15,9 1,63 224 274 1,13
12B-1 19,05 34 1168 1207 227 16,13 158 56 26,6 17,9 1.80 29.0 323 1,45
16B-1 25,4 17 17,02 1588 36,1 2108 190 6.8 35,0 26,0 3,00 60,0 70,6 3,48
A B —— F
RN
Y o O
R/ W wVar G s B
M1/01 o SIFIL
| a2 |
CHAIN PRODUCED BY I1SO 9001 - I1ISO 14001 AND AP| 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS
PACK OF 5 MT
06B-1 9525 3/8° 572 6,35 13,5 8,26 8,0 35 13,5 95 1,03 9.0 10,7 0,51
08B-1 12,7 1/2° 7.75 8,51 17,0 11,81 9,5 43 18,4 141 1,40 18,0 211 0,85
10B-1 15,875 5/8° 965 1016 196 1473 141 52 247 15,9 1.63 224 274 1,13
12B-1 19,05 347 1168 1207 227 16,13 158 56 26,6 17,9 1,80 29.0 323 1,45
16B-1 25,4 1" 1702 1588 36,1 21,08 19,0 6,8 35,0 26,0 3,00 60,0 70,6 3,48
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. : ROLLER CHAINS WITH VERTICAL ATTACHMENTS
A atlantis DIN 8187 - ISO 606

MK1/01 ]

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACK OF 5 MT
06B-1 9525 3/8° 572 6,35 13,5 8,26 8,0 3,5 13,5 95 1,03 9.0 10,7 0,61
08B-1 12,7 1/2° 7.75 8,51 17,0 11,81 95 43 18,4 141 1,40 18,0 211 1,01
10B-1 15,875 5/8° 965 1016 196 1473 141 52 247 15,9 1.63 224 274 1.32
12B-1 1905 34 1168 1207 227 16,13 158 5,6 26,6 17,9 1,80 29.0 32,3 1,66
16B-1 254 1" 17,02 1588 36,1 2108 190 6.8 35,0 26,0 3,00 60,0 706 427

A ) B e
| I
| 4 e 7 |
- & 6 B
M2/02 2| ]l
|—22 |

CHAIN PRODUCED BY I1SO 9001 - 1ISO 14001 AND API 7F CERTIFIED COMPANY

PRE-STRETCHED CHAINS

PACK OF 5 MT
06B-1 9525 3/87 572 6,35 135 8,26 176 3.2 13,5 95 1.03 9.0 10,7 0,51
08B-1 12,7 127 7.75 8,51 17,0 11,81 232 43 18,4 141 1,40 18,0 21,1 0,85
10B-1 15,875 5/8 965 10,16 196 1473 293 52 247 15,9 1,63 22.4 274 1,13
12B1 1905 3/4° 1168 1207 227 16,13 330 56 31,3 17,9 1,80 29.0 323 1,45
16B-1 254 1" 17,02 1588 36,1 21,08 459 6.8 36,6 26,0 3.00 60,0 70,6 3,48

A B II_F

FHEI— T

: R - s'
2] e D
MK2/02 |az_|

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

9

PACK OF 5 MT
06B-1 9525 38" 572 635 135 826 176 32 135 95 1,03 9,0 10,7 0,61
08B-1 127 127 775 851 170 1181 232 43 184 141 140 18,0 21,1 1,01
10B-1 15875 58~ 965 10,16 196 1473 283 52 247 159 163 224 274 1,32
12B-1 1905 34~ 1168 1207 227 1613 330 56 313 179 180 29,0 32,3 1,66
16B-1 254 1" 17,02 1588 361 2108 459 68 366 260 3,00 60,0 7086 3,78
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. R EXTENDED PIN CHAINS
A atlawnt«“ DIN 8187 - ISO 606

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACK OF 5 MT
06B-1 9,525 3/8" 5,72 3,28 6,35 11,10 22,75 8,26 9,0 10,7 0,47
08B-1 12,7 12" 7,75 4,45 8,51 15,15 30,91 11,81 18,0 21,1 0,75
10B-1 15,875 5/8" 9,65 5,08 10,16 17,63 35,26 14,73 22,4 274 1,07
12B-1 19,05 3/4" 11,68 572 12,07 20,83 41,66 16,13 29,0 323 1,22
16B-1 254 17 17,02 8,28 15,88 33,80 67,58 21,08 60,0 70,6 3,03

A atlantis ACCUMULATOR CHAINS

POWER TRANEMISSION

p

. [~
| CE9C 98,90

dr

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY

PRE-STRETCHED CHAINS
PACK OF 5 MT
12B-3 1905 34" 1168 572 1207 612 1582 3892 280 15,5 57,8 59,3 4,04
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. H NICKEL PLATED ROLLER CHAINS
'-\ afla.n.!..lng DIN 8187 - ISO 606

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACK OF 5 MT
SIMPLE
06B-1 9,525 3/8" 572 3.28 6,35 13,5 8,26 9,0 10,7 0,40
08B-1 12,7 12" 7,75 4,45 8,51 17,0 11,81 18,0 211 0,68
10B-1 15,875 5/8" 9,65 5,08 10,16 19,6 14,73 22,4 27,4 0,91
12B-1 19,05 3/4" 11,68 5,72 12,07 227 16,13 29,0 323 1,12
16B-1 254 1" 17,02 8,28 15,88 36,1 21,08 60,0 70,6 2,59
DOUBLE
06B-2 9,525 3/8" 572 3,28 6,35 23,8 8,26 10,24 16,9 19,2 0,76
08B-2 12,7 12" 7,75 4,45 8,51 31,0 11,81 13,92 32,0 38,0 1,31
10B-2 15,875 5/8" 9,65 5,08 10,16 36,2 1473 16,59 445 57,3 1,79
12B-2 19,05 3147 11,68 5,72 12,07 422 16,13 19,46 57,8 65,7 2,22
16B-2 254 1" 17,02 8,28 15,88 68,0 21,08 31,88 13,7 137,5 5,03
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A atlantis

ROLLER CHAINS IN 304 STAINLESS STEEL

DIN 8187 - ISO 606
The stainless steel chain (AISI 304), _ : ] : i

buik with salid rojlers, CEPEI0 I CEIPETI0 CECGEOI oK

offers a particular

corrosion resistance. d1, d2 d1, d2
|

It can be used | | |

therefore in environments

to water 3
to chemical agents

and heat.

Operates at temperatures
from -20 ° to + 400 °,

a
bi

az2

| {OOCOES

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACK OF 5 MT
SIMPLE
06B-1 9,525 3/8" 572 3,28 6,35 13,5 8,26 6,6 6,9 0,40
08B-1 127 12" 7,75 4,45 8,51 17,0 11,81 12,0 127 0,68
10B-1 15,875 5/8" 9,65 5,08 10,16 19,6 14,73 15,0 16,8 0,91
12B-1 19,05 3/4" 11,68 572 12,07 22,7 16,13 17,0 17,5 1,12
16B-1 254 1" 17,02 8,28 15,88 36,1 21,08 40,0 41,0 2,59
DOUBLE
06B-2 9,525 3/8" 5,72 3,28 6,35 238 8,26 10,24 10,5 12,8 0,76
08B-2 12,7 12" 7,75 445 8.51 31,0 11,81 13,92 22,0 244 1,31
10B-2 15,875 5/8" 9,65 5,08 10,16 36,2 14,73 16,59 28,4 338 1,79
12B-2 19,05 3/4" 11,68 572 12,07 42,2 16,13 19,46 333 35,6 2,22
16B-2 254 1" 17,02 8,28 15,88 68,0 21,08 31,88 74,4 79,0 5,03
TRIPLE
06B-3 9,525 3/8" 572 3.28 6.35 34,0 8,26 10,24 17,8 18,6 1,12
08B-3 12,7 12" 7,75 4,45 8,51 449 11,81 13,92 30,6 31,8 1,94
10B-3 15,875 5/8" 9,65 5,08 10,16 52,8 14,73 16,59 42,6 49,5 2,68
12B-3 19,05 3/4" 11,68 572 12,07 61,7 16,13 19,46 50,0 52,2 3,32
16B-3 254 1" 17,02 8,28 15,88 99,9 21,08 31,88 11,7 1176 7.65
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ROLLER CHAINS IN 304 STAINLESS STEEL WITH STRAIGHT PLATES
DIN 8187 - ISO 606

A atlantis

POWLR TRANSMSSION

©@ o9 9 90 - © 9% 9 909 -

-
E-]

— ©

minjEinjEInj=i=E

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACK OF 5 MT
SIMPLE
08B-1 12,7 1/2" 7,75 445 8,51 17,0 11,6 12,0 12,7 078
12B-1 19,05 34" 11,68 572 1207 227 15,9 17,0 175 1,30
DOUBLE
08B-2 12,7 12" 775 445 851 31,0 16 1392 22,0 244 1,55

CHAINS IN 304 STAINLESS STEEL WITH HOLLOW PINS
DIN 8187 - ISO 606

A atlantis

POWLE TRANSMSSION

CHAIN PRODUCED BY ISO 9001 - ISO 14001 AND API 7F CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACK OF 5 MT
08B-1 12,7 12" 7.75 4,50 8,51 17,0 1.6 83 106 0,58
10B-1 15,875 5/8" 9,65 5,18 10,16 19,6 14,5 1.8 139 0,77
12B-1 19,05 3/4" 11,68 5,85 12,07 227 15,9 12,0 17,2 0,98
16B-1 254 1" 17.02 833 15,88 36,1 20,5 20,0 36,0 2,21
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_« atla nti’ CONNECTING LINK AND OFFSET LINK

vt i FOR ROLLER CHAINS “BEA”

\

1 2 3 4

04-1 6 1 351 9,525 1 3
05B-1 8 1 35-2 9,525 1 3
05B-2 8 1 *35-3 9,525 1 3
06B-1 9,525 4 3 40-1 127 1 3
06B-2 9,525 4 3 40-2 12,7 1 3
06B-3 9,525 LS 3 * 40-3 127 1 3
08B-1 12,7 1 3 50-1 15,875 1 3
08B-2 12,7 1 3 50-2 15,875 1 3
08B-3 12,7 1 3 *50-3 15,875 1 3
10B-1 15,875 1 3 60-1 19,05 1 3
10B-2 15,875 1 3 60-2 19,05 1 3
10B-3 15,875 1 3 *60-3 19,05 1 3
12B-1 19,05 1 3 80-1 25,4 1 3
12B-2 19,05 1 3 80-2 25,4 1 3
12B-3 19,05 1 3 *80-3 254 1 3
16B-1 254 1 3 100-1 31,75 2 3
16B-2 254 1 3 100-2 31,75 2 3
16B-3 254 1 3 *100-3 31,75 2 3
20B-1 31,75 2 3 120-1 38,15 2 3
20B-2 31,75 2 3 120-2 38,15 2 3
20B-3 31,75 2 3 *120-3 38,15 2 3
24B-1 38,1 2 3 140-1 44,45 2 3
24B-2 38,1 2 3 140-2 44,45 2 3
24B-3 38,1 2 3 *140-3 44,45 2 3
28B-1 44 45 2 3 160-1 50,8 2 3
28B-2 44,45 2 3 160-2 50,8 2 3
28B-3 44,45 2 3 *160-3 50,8 2 3
32B-1 50,8 2 3 60-1H 19,05 1 3
32B-2 50,8 2 3 80-1H 254 1 3
32B-3 50,8 2 3 100-1H 31,75 2 3
40B-1 63,5 2 3
40B-2 63,5 2 3

* Manufactured on request - manufactured on request.
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: CONNECTING LINK AND OFFSET LINK
A atla,ﬂt!’ FOR ROLLER CHAINS “BEA”

06B-1 9,525 Al 06B-1 9,525 M1
08B-1 12,7 Al 08B-1 12,7 M1
10B-1 15875 Al 10B-1 15875 M1
12B-1 19,05 Al 12B-1 19,05 M1
16B-1 254 Al 16B-1 254 M1
06B-1 9,525 K1 06B-1 9525  MK1
08B-1 127 K1 08B-1 12,7 MK1
10B-1 15875 Ki 10B-1 15,875 MK1
12B-1 19,05 K1 12B-1 1905  MK1
16B-1 254 K1 16B-1 254 MK1
06B-1 9,525 Al 06B-1 9,525 M1
08B-1 127 Al 08B-1 12,7 M1
10B-1 15875 A1 10B-1 15875 M1
12B-1 19,05 Al 12B-1 19,05 M1
16B-1 254 Al 16B-1 254 M1
06B-1 9,525 K1 06B-1 9525  MK1
08B-1 12,7 K1 08B-1 12,7 MK1
10B-1 15875 Ki 10B-1 15,875 MK1
12B-1 19,05 K1 12B-1 19,05 MKt
16B-1 254 K1 16B-1 254 MK1
06B-1 9,525 A2 06B-1 9,525 M2
08B-1 127 A2 08B-1 12,7 M2
10B-1 15875 A2 10B-1 15,875 M2
12B-1 19,05 A2 12B-1 19,05 M2
16B-1 254 A2 16B-1 254 M2
06B-1 9,525 K2 06B-1 9,525  MK2
08B-1 127 K2 08B-1 12,7 MK2
10B-1 15875 K2 10B-1 15,875 MK2
12B-1 19,05 K2 12B-1 1905 MK2
16B-1 254 K2 16B-1 254 MK2
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: CONNECTING LINK AND OFFSET LINK
.7\ atlamg.tl’ FOR ROLLER CHAINS “BEA”

08B-1 12,7 4 068-1 9525 6 7
10B-1 15875 4 06B-2 9525 6 7
10B-2 15875 4 08B-1 12,7 6 7
12B-1 1905 4 08B-2 12,7 6 7
12B2 1905 4 10B-1 15875 6 7
16B-1 25,4 4 1082 15875 6 7
16B-2 254 4 12B-1 1905 6 7
2081 3175 5 12B2 1905 6 7
2082 3175 5 16B-1 25.4 6 7
16B-2 25,4 6 7
08B-1 12,7 8 08B-1 12,7 9
10B1 15875 8 10B-1 15875 9
12B-1 1905 8 12B-1 1905 9
16B-1 254 9
08B-1 12,7 08B-1 127 10
10B1 15875 10B1 15875 10
12B-1 19,05
068-1 9525 11 12B-3 1950 12

08B-1 127 1
10B-1 15,875 1
12B-1 19,05 1
16B-1 254 1
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] - CONNECTING LINK AND OFFSET LINK FOR ROLLER
A atlantis CHAINS IN STAINLESS STEEL‘BEA’

06B-1 9,525 4 650109026 3

06B-2 9,525 LS 650109226 3

06B-3 9,525 4 650109326 3

08B-1 12,7 1 650112026 3

08B-2 12,7 1 650112226 3

08B-3 12,7 1 650112326 3

10B-1 15,875 1 650115026 3

10B-2 15,875 1 650115226 3

10B-3 15,875 1 650115326 3

12B-1 19,05 1 650119026 3

12B-2 19,05 1 650119226 3

12B-3 19,05 1 650119326 3

16B-1 254 1 650125026 3

16B-2 25,4 1 650125226 3

16B-3 254 1 650125326 3

08B-1 12,7 4 651112026 08B-1 12,7 9 651512026

08B-2 127 4 651112226 10B-1 15,875 9 651515026

12B-1 19,05 4 651119026 12B-1 19,05 9 651519026
16B-1 254 9 651525026
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A a'"a ntis ROLLER CHAINS EUROPEAN STANDARD “SATURN”

POWER TRANSMIESION DIN 8187 = ISO 606

p
=1
Roller chains © 9% 0o 0 -
European series
"Saturmn" can i e
operate a I I I
temperatures o~

b1

from -10 “ to + 150 °~

CHAIN PRODUCED BY I1SO 9001 CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACKS OF 5 MT - ROLLS FROM A 50 MT - ROLLS FROM B 100 MT

SIMPLE
03-1 5 - 2,50 1,49 3,20 7.4 4,10 22 0,08
04-1 6 - 2,80 1,85 4,00 74 5,00 30 0,12

05B-1 8 - 3,00 2,31 5,00 8,6 71 44 0,18
06B-1 9,525 3/8" 5,72 3,28 6,35 13,5 8,26 89 0,40
06B-1 1 9,525 3/8" 572 3.28 6,35 13,5 8.26 89 0,40
081-1 12,7 12" 3,30 3,66 7,75 10,2 9,91 80 0,28
081-1m 12,7 1/2" 3,30 3,66 7,75 10,2 9,91 8,0 0,28
083-1 12,7 1/2" 4,88 4,09 7,75 12,9 10,30 11,6 0,42
084-1 12,7 1/2" 4,88 4,09 7,75 14,8 11,15 15,6 0,49
08B-1 23 12" 7,75 4,45 8,51 17,0 11,81 17,8 0,68
08B-1 A 12,7 112 7,75 4,45 8,51 17,0 11,81 17,8 0,68
10B-1 15,875 5/8" 9,65 5,08 10,16 19,6 14,73 222 0,91
10B-1 A 15,875 5/8" 9.65 5,08 10,16 196 14,73 222 0,91
12B1 19,05 3/4" 11,68 5,72 12,07 22,7 16.13 28,9 1,12
16B-1 254 1" 17,02 8,28 15,88 36,1 21,08 60,0 2,59
20B-1 31,75 1"1/4 19,56 10,19 19,05 43,2 26,42 95,0 3,68
24B-1 38,1 1"1/2 25,40 14,63 25,40 534 33,40 160,0 6,85
28B-1 44,45 1"3/4 30,99 15,90 27,94 65,1 37,08 200,0 8,56
32B-1 50,8 2 30,99 17,81 29,21 67,4 42,29 250,0 9,49
40B-1 63,5 2"112 38,10 22,89 39,37 82,6 52,90 355,0 15,556
48B-1 76,2 3 4572 29,24 48,26 99,1 63,80 560,0 24,45

DOUBLE
05B-2 8 - 3,00 2,31 5,00 14,3 7.1 5,64 7.8 0,32
06B-2 9,625 3/8" 5,72 3,28 6,35 23,8 8,26 10,24 16.9 0,76
08B-2 12,7 172" 7,75 4,45 8,51 31,0 11,81 13,92 311 1,31
10B-2 15,875 5/8" 9,65 5,08 10,16 36,2 1473 16,59 44,5 1,79
12B-2 19,05 3/4" 11,68 5,72 12,07 422 16,13 19,46 57.8 2,50
16B-2 254 1" 17,02 8,28 15,88 68,0 21,08 31,88 106,0 5,03
20B-2 31,75 1"1/4 19,56 10,19 19,05 79,7 26,42 36,45 170.0 7,33
24B-2 38,1 1"1/2 25,40 14,63 25,40 101,8 33,40 48,36 280,0 13,50
28B-2 44 45 1"3/4 30,99 15,90 27,94 1247 37,08 59,56 360,0 16,96
32B-2 50,8 2" 30,99 17,81 29,21 126,0 42,99 58,55 450,0 18,74
40B-2 63,5 2"1/2 38,10 22,89 39,37 154,0 52,90 72,29 630,0 30,72
48B-2 76,2 3" 45,72 29,24 48,26 190,0 63,80 91,21 1000,0 48,54

TRIPLE
06B-3 9,525 3/8" 572 3,28 6,35 34,0 8,26 10,24 249 112
08B-3 12,7 172" 7.75 4,45 8,51 44,9 11,81 13,92 44,5 1,94
10B-3 15,875 5/8" 9,65 5,08 10,16 52,8 14,73 16,59 66,7 2,68
12B-3 19,05 3/4" 11,68 572 12,07 61,7 16,13 19,46 86,7 3,32
16B-3 254 1" 17,02 8,28 15,88 99,9 21,08 31,88 160,0 7,65
20B-3 31,75 1"1/4 19,56 10,19 19,05 16,1 26,42 36,45 250,0 10,96
24B-3 38,1 1"1/2 25,40 14,63 25,40 150,2 33,40 48,36 425,0 20,20
28B-3 44 45 1"3/4 30,99 15,90 27,94 184,3 37,08 59,56 530,0 2538
32B-3 50,8 2" 30,99 17,81 29,21 184,5 42,99 58,55 670,0 28,04
40B-3 63,5 2"112 38,10 22,89 39,37 227,0 52,90 72,29 950,0 45,90
48B-3 76,2 3" 45,72 29,24 48,26 281,0 63,80 91,21 1500,0 72,50
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= P ROLLER CHAINS WITH STRAIGHT PLATES “SATURN”
A atlantis DIN 8187 - SO 606

g

©b 9% 9 90 - CICEDICEICEOK)

CHAIN PRODUCED BY ISO 9001 CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACKS OF 5 MT
SIMPLE
08B-1 12,7 1/2" 7,75 4,45 8,51 17,0 1,8 18,0 0,75
10B-1 15,875 5/8" 9,65 5,08 10,16 19,6 14,7 224 0,98
12B-1 19,05 3/4" 11,68 572 12,07 22,7 16,0 29,0 1,24
16B-1 254 1" 17,02 8,28 15,88 36,1 21,0 60,0 3,30
DOUBLE
10B-2 15,875 5/8" 9,65 5,08 10,16 36,1 14,7 16,59 445 1,97
12B-2 19,05 3/4" 11,68 572 12,07 42,0 16,0 19,46 57,8 2,27
16B-2 254 1" 17,02 8,28 15,88 68,0 21,0 31,88 106,0 578
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A atlantis ROLLER CHAINS IN 304 STAINLESS STEEL - “SATURN

POWER TRANS WISSON DIN 8187 = lSO 606
1

The stainless steel chain (AIS| 304), R .
built with solid rollers, © e 9% 0 0= © ¢ o) Q) o
offers a particular i ]
corrosion resistance, d1 42 d1, L d2
It can be used [ [
therefore in environments T == Cr=
to chemical agents — o J — e—— o
and heat. T T Tt
Operates at temperatures “ .!_I!Iﬂtﬁ

from -20 ° to + 400 °.

CHAIN PRODUCED BY ISO 9001 CERTIFIED COMPANY
PRE-STRETCHED CHAINS

PACKS OF 5 MT
SIMPLE
06B-1 9,525 3/8" 572 3,28 6,35 13,5 8,26 6,6 0,40
08B-1 127 12" 7,75 4,45 8,51 17,0 11,81 12,0 0,68
10B-1 15,875 5/8" 9,65 5,08 10,16 19,6 14,73 15,0 0,91
12B-1 19,05 3/4" 11,68 5,72 12,07 22,7 16,13 17,0 1,12
16B-1 254 1" 17,02 8,28 15,88 36,1 21,08 40,0 2,59
DOUBLE
06B-2 9,525 3/8" 5,72 3.28 6.35 238 826 10,24 10,5 0,76
08B-2 127 12" 7,75 4,45 8,51 31,0 11,81 13,92 22,0 1,31
10B-2 15,875 5/8" 9,65 5,08 10,16 36,2 14,73 16,59 28,4 1,79
12B-2 19,05 3/4" 11,68 5,72 12,07 422 16,13 19,46 333 2,22
16B-2 254 1" 17.02 8,28 15,88 68,0 21,08 31,88 74,4 5,03
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- i CONNECTING LINK AND OFFSET LINK
A a'"an!l»! FOR ROLLER CHAINS “SATURN”

03-1 5 1 08B-1 12,7 4
04-1 6 1 3 10B-1 15,875 -
05B-1 8 1 3 10B-2 15,875 -
05B-2 8 1 3 12B-1 19,05 -
06B-1 9,525 4 3 12B-2 19,05 4
06B-2 9,525 4 3 16B-1 254 4
06B-3 9,525 4 3 16B-2 254 -
081-1 12,7 1 3
083-1 12,7 1 3
084-1 12,7 1 3
08B-1 12,7 1 3
08B-2 12,7 1 3
08B-3 12,7 1 3
10B-1 15,875 1 3
10B-2 15,875 1 3
10B-3 15,875 1 3
12B-1 19,05 1 3
12B-2 19,05 1 3
12B-3 19,05 1 3
16B-1 254 1 3
16B-2 254 1 3
16B-3 254 1 3
20B-1 31,75 2 3
20B-2 31,75 2 3
20B-3 31,75 2 3
24B-1 381 2 3
24B-2 38,1 2 3
24B-3 38,1 2 3
28B-1 44,45 2 3
28B-2 44,45 2 3
28B-3 44,45 2 3
32B-1 50,8 2 3
32B-2 50,8 2 3
32B-3 50,8 2 3
40B-1 63,5 2 3
40B-2 63,5 2 3
40B-3 63,5 2 3
48B-1 76,2 2 3
48B-2 76,2 2 3
48B-3 76,2 2 3
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-__\ afl a n t Is CONNECTING LINK AND OFFSET LINK FOR ROLLER

S Thaaten CHAINS IN STAINLESS STEEL“SATURN’

06B-1 9525 4 3
06B-2 9,525 4 3
08B1 127 1 3
08B-2 12,7 1 3
10B-1 15875 1 3
10B-2 15,875 1 3
12B-1 19,05 1 3
12B2 19,05 1 3
16B-1 254 1 3
1682 254 1 3
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ROLLER CHAINS EUROPEAN
STANDARD “SATURN"




A atlantis CHAIN GUIDE RAILS IN POLYETHYLENE

POWER TRANS MISNON

“T” PROFILE FOR SIMPLE CHAIN - length 2 meters

To 308" x 7/32" 0681 15 10 54 15 013
T 112" x 5/16" 08B 20 10 74 22 018
T 112" x 5/16" 0881 20 15 74 22 02
T 172" x 5/16" 0881 20 20 74 22 034
T2 5/8" x 3/8" 1B 20 10 92 26 016
T2 5/8" x 38" 1B1 20 15 92 26 025 )
T2 5/8" x 3/8" 1081 20 20 92 26 033 |
T3 34" x 7116" 1281 25 10 113 24 020 a —
T3 34" x 7/16" 1281 25 15 113 24 0832 f <
T3 3/4" x 7/16" 1281 25 20 113 24 043 .
T4 1" x 17,02 1681 40 15 165 35 045
T4 1" x 17,02 1681 40 20 165 35 068
TS 1" 1/4 x 34" 2081 45 15 190 43 055
TS 1"1/4 x 34" 2081 45 20 190 43 077
T6  1"12x1° 2481 60 15 246 56 067
T6  1"12x1" 2481 60 20 246 56 097
*T7  1"3/4 x 1" 1/4 2881 75 20 300 69
‘T8 2 x 1" 1/4 3281 80 20 300 78
“T” PROFILE FOR DOUBLE CHAIN - length 2 meters
T02 38" x 7/32° 06B2 25 10 54 15 1574 022
T12 12" x 516" 08B2 35 10 74 22 2142 030
T12  1/2° x 516" 08B2 35 15 74 22 2142 046
T12 12" x 516" 08B2 35 20 74 22 2142 063
T22 56 x 38 10B2 40 10 92 26 2579 032 c
T22 58 x 38 10B2 40 15 92 26 2579 054 b
T22 58 x 38 10B2 40 20 92 26 2579 077 ) L
T32 34" x 716" 1282 45 15 113 24 3076 0,62 B
T32 34 x 716" 1282 45 20 113 24 3076 085
T42 17 x 17,02 1682 65 15 165 35 4838 086 B
T42 17 x 17,02 16B2 65 20 165 35 4838 119
T52 1" 1/4 x 34" 2082 70 15 190 43 5445 089
T52  1°1/4 x 3/4° 2082 70 20 190 43 5445 122
T62 1" 12x1" 2482 88 20 246 56 7296 148
“T72 134 x 1714 2882 105 25 300 69 89,56
*T82 2 x 1" 1/4 3282 105 30 300 7.8 8855
“T” PROFILE FOR DOUBLE CHAIN - length 2 meters
T03 38" x 7/32° 0683 35 10 54 15 2588 077
T13 12" x 516" 08B3 45 10 74 22 3524 082 c
T13  1/2° x 516" 08B3 45 15 74 22 3524 106 b
T13  1/2° x 516" 08B3 45 20 74 22 3524 127
0] | I | — N
T23 58" x 38 10B3 55 10 92 26 4238 085 -
T23 568 x 38 10B3 55 15 92 26 4238 113
T23 568 x 38 10B3 55 20 92 26 4238 1,40 B
T33 34 x 716" 1283 60 15 113 24 5022 086
T33 34 x 716" 1283 60 20 13 24 5022 1,16 ,
T43 17 x 17,02 16B3 95 20 165 35 8026 175  oultonrequest

manufactured on request.
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POWTR TRANSAMSSION

CHAIN GUIDE RAILS IN POLYETHYLENE

PROFILE "E" FOR SIMPLE CHAIN - length 2 meters

EO
E1
E2
E3
E4

3/8" x 7/32"
1/2" x 516"
5/8" x 3/8"
3/4" x 716"
1" x 17,02

0681
0881
1081
12B1
1681

25
30
33
38
51

10 15
15 22
20 26
20 24
25 35

4,35
717
9,45
1nn
16,48

PROFILE "E" FOR DOUBLE CHAIN - length 2 meters

E0.2
E12
E22
E3.2
E4.2

3/8" x 7/32"
12" x 516"
5/8" x 3/8"
3/4" x 716"
1" x 17,02

0682
osB2
10B2
12B2
1682

36
45
50
56
85

15 15
20 22
25 26
25 24
30 35

4,35
717
9,45
1nn
16,48

“BL” PROFILE FOR SIMPLE CHAIN - length 2 meters

BLO 3/8" x 7/32"
BL1 1/2" x 5/16"
BL2 5/8" x 3/8"
BL3 3/4" x 716"
BL4 1" x 17,02
*BLS5 1"1/4 x 3/4"
*BL6 "12 x 1"
*BL7 1"3/4 x 1" 1/4
“BL8 2" x 1" 1/4

“U” PROFILE FOR SIMPLE CHAIN

uo
U1
U2
U3
U4

3/8" x 7/32"
12" x 516"
5/8" x 3/8"
3/4" x 716"
1" x 17,02

0681
08B1

10B1 30

12B1
16B1
20B1
24B1
28B1

32B1 70

0681
08B1
10B1
1281
1681

20
25
25
25
35

d3388&HEEER

54 15
74 20
92 23
113 28
165 41
54 26
74 35
92 40
11,3 46
165 75

56 8,7 100 66 93 40

7.6
9,5
15
16,9
194
25,2
30,8
30,8

1,5
13,5
15,9
25,7
293
38,2
46,9
473

15 28
15 35
15 36
20 39
25 84

13,5
148
17,5
26,8
31,2
40,1
489
53,0

- length 2 meters

42
48
51

5,7
10,0

“CT” PROFILE FOR SIMPLE CHAIN - length 2 meters

TOC3A1S5
T1C3A15
T2C3A15
T3C3A15
T4C5A15
T5C9 A2

3/8" x 7/32"
1/2" x 5/16"
5/8" x 3/8"
3/4" x 716"
1" x 17,02
11/4" x 3/4"

0681
08B1
1081
12B1
1681
20B1

E883888

15
15
15
15
15
20

1.5
2,2
2,6
2,4
35
43

87
10,4
123
16,1
19,3
257
28,3
296

9,2
127
152
16,7
24,4

54
74
9.2
1.3
16,5
19,0
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12,8
15,4
16,9
24,4
27,5
36,5
415
445

50
6,0
7,0
9,0
1,0
16,0
17,0
19,0

© N o ;s

17
17
17
17
18
27

0,17
0,27
0,39
0,39
0,46

0,43
0,59
0,77
0,80
1,12

0,43
0,55
0,83
1,10
1,22

0,26
0,31
0,30
0.40
0,63

0,69
0,68
0,67
0,68
0,93
1,51

b1

al

ci

di

d2

al

a3
a2

d1

d2

a3
a2

* Built on request
manufactured on request.




A atlantis CHAIN GUIDE RAILS IN POLYETHYLENE

POWER TRANS MIBRON

“CT” PROFILE FOR DOUBLE CHAIN - length 2 meters

T0.2 C3 A15 3/8" x 7/32" 0eB2 157 15 1.5 54 17 066 2
T12C3 A 15 1/2" x 516" 0gB2 214 15 22 74 17 0,70 P 1

T22C5 A15 5/8" x 3/8" 10B2 259 15 26 9.2 19 095 r[=| |=]~ < 2
T32C5 A15 3/4" x 716" 12B2 30,7 15 24 N3 19 097 | J
T42C9 A 20 1" x 17,02 16B2 483 20 35 165 27 161

“C 10 P” PROFILE FOR SIMPLE CHAIN - length 2 meters

b
C10.0 3/8" x 7/32" 06B1 30 24 6,6 56 1,39 —
C10.1 1/2" x 516" 08B1 30 24 8,7 7.6 1,33 ©
C10.2 5/8" x 3/8" 10B1 30 24 104 9,5 1,29 <
C10.3 34" x 716" 12B1 30 24 123 15 1,23 I_\_,_—I
c1a 1" x 17,02 16B1 45 40 16,1 169 292 {

“COMBI A-R” PROFILE FOR SIMPLE CHAIN - length 2 meters

4}{ 1
I
COMBIO  3/8" x 7/32" 06B1 C3 264 20 316 195 284 145 0,84
COMBI1  1/2" x 5/16" 08B1 C3 280 20 348 189 305 165 081 < _ﬂ 1§ 4 s
COMBI2  5/8" x 3/8" 10B1 C3 344 20 411 21,2 360 155 087 [
COMBI3  3/4" x 7/16" 12B1 C5 385 28 475 248 415 185 1,36 2 |EI 5
COMBI 4 1" x 17,02 16B1 C9 524 38 694 451 614 250 2,25
B
METALLIC PROFILES - GALVANIZED - length 2 meters
B
c3 10 20 10 15 0,46 c
c5 12 28 14 15 0,64
c9 18 38 22 1,5 093 “ <
c10 24 30 20 15 0,89 !
c11 40 45 31 2 1,96
METALLIC PROFILES - STAINLESS STEEL - length 2 meters
B
c3 10 20 10 1,5 0,46 L
cs 12 28 14 15 0,64 m
c9 18 38 22 15 0,93 <
c10 24 30 20 15 0,89 )
POLYETHYLENE TECHNICAL FEATURES
MATERIAL : PE UHMWVery high density polyethylene. TEMPERATURE OF USE :Upto80°C
SPECIFIC WEIGHT  :0,94 gricm® COEFFICIENT cmm/®c2x10-4
HARDNESS - Shore D 64/67 OF THERMAL EXPANSION (2 mm / m for every 10 ° C)
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