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A atlantis

POWER TRANSMISSION

C-R.E.S.A. STEEL TENSIONER ARM

The C-R.E.S.A. Steel Tensioner Arm is highly elastic and has a
great ability to absorb shocks, knocks, vibrations and
oscillations. This is produced by four rubber cushions hidden
inside the unit. The tensioner arm can reach an angle of 30 in
either a clockwise or an anti-clockwise rotation. The tensioner
can be fitted with a variety of different accessories including
Sprockets or Polyethylene Slide Blocks to suit British Standard
simple, duplex and triplex chain, and Rollers in zinc plated steel
or plastic. C-R.E.S.A. is manufactured in steel and has a
maximum operating temperature of +80°C.

Part Newton

No. A B C E F G H | 030
T211RE10 | 90.0 250 500 40.0 80.0 600 85 7.0 0-100
T315RE20 | 1125 30.0 620 50.0 100.0 800 105 9.0 0-150
T418RE30 | 115.0 350 76.0 60.0 100.0 80.0 105 9.0 0-340
T527RE40 | 155.0 50.0 1050 80.0 130.0 1000 125 11.0| 0-850
T638RES0 | 205.0 65.0 136,00 100.0 175.0 140.0 20.5 13.0 | 0-1600
T745REB0 | 255.0 80.0 196.0 120.0 220.0 180.0 205 13.0| 0-2500
T8S50RE7Z0 | 290.0 90.0 210.0 130.0 250.0 2000 205 17.0 | 0-4950

CIAO PLASTIC TENSIONER ARM*
*PATENTED

The CIAO Plastic Tensioner Arm is highly elastic and has a great
ability to absorb shocks, knocks. vibrations and oscillations. This
is produced by four rubber cushions hidden inside the unit. The
tensioner arm can reach an angle of 30° in either a clockwise or
an anti-clockwise rotation. The tensioner can be fitted with a
variety of different accessories including British Standard simple
Sprockets made of stainless steel or plastic, Polyethylene Slide
Blocks to suit simple, duplex and triplex chain and Rollers in
stainless steel and plastic with cover shields. The CIAO is
manufactured in plastic with stainless steel bolts, and has a
maximum operating temperature of +80°C.

Part Newton

No. A B C€C D E F H [ 0= 30
T211PXR10| 90.0 240 520 600 400 80.0 8.5 7.0 0-100
T315PXR20| 1125 300 650 740 500 1000 105 9.0 0-150
T418PXR30| 115.0 36.0 78.0 880 60.0 1000 105 9.0 0-340
T527PXR40| 155.0 50.0 107.0 1180 80.0 130.0 125 11.0 0 -850
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A atlantis

POWER TRANSMISSION

C-R.E.S.A. TENSIONER ROLLER KIT :
There are two different types of rollers that are available to suit the o
C-R.E.S.A., steel and plastic (polyamide). The steel rollers are zine 5
plated for longer life and both rollers are fitted with greased bearings. : ,
The steel rollers can be used in temperatures up to +100*C while the —

plastic rollers may only be used up to +70°C.
By changing the bolts size on this roller it can be used on many of the
D.0O.M. tensioners.

c
. D B

Part

No. A B C D H To Suit
RP1.RU1 | 30.0 350 380 130 MB| T211RE10 n @ﬁ: -------------- - A

RP2/3,RU2/3 | 400 450 510 160 Mio| T°1ORE20
T418RE 30
RP4 600 600 680 210 Mi2| T527RE40
RU4 600 600 680 210 Mi6| T527RE4D

RP5, RUS 80.0 90.0 99.0 280 M20| TB3BRESO
RP6, RUS 90.0 1350 1420 27.0 M20| T745RE60

RP - Polyamide Roller
RU - Zinc Plated Steel Roller

CIAO TENSIONER ROLLER KIT WITH SHIELDS

There are two different types of rollers that are available to suit the
CIAO, stainless steel and plastic (polyamide). Both rollers are suitable
for use in the food industry or in other applications where
environmental issues require high grade materials. The rollers are
fitted with greased bearings with cover shields . The stainless steel
rollers can be used in temperatures up to +100°C while the plastic
rollers may only be used up to +70°C.

By changing the bolts size on this roller it can be used on many of the
D.O.M. tensioners.

Part
No. A B C D H K To Suit
XRP1,XRU1 | 30.0 350 380 130 M8 20| T211PX10
XRP2/3 T315PX20
XRU2/3 400 450 510 160 MO 20 T418PX30
XRP4 60.0 60.0 680 21.0 M2 20| T527PX40
XRU4 60.0 600 680 21.0 M6 40| T527PX40

XRP - Polyamide Roller
XRU - Stainless Steel Roller
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POWER TRANSMISSION

ARM TENSIONER SPROCKETS

Sprockets to suit the C-R.E.S.A. are manufactured in steel and are zinc plated. They are

available to suit British Standard simple, duplex and triplex chains. The assembly is supplied
with a bearing and bolt set. They can be used at speeds up to 60m/min and temperatures up to

+100°C.

Sprockets to suit the CIAO are available in plastic and stainless steel to suit British Standard

simple chains. Assemblies are supplied with a bearing and stainless steel bolt set. These
assemblies can be used at speeds up to 60m/min and temperatures up to +100°C.

Part
No. Z Chain| A B C D E H To Suit Arm
C-R.E.S.A. (with steel nuts and bolts)

Simple - Zinc Plated Steel
ZK20-1S 15 06B-1] 493 458 5.3 90 550 M0 T315RE20
ZK30-1S 15 06B-1] 493 458 5.3 9.0 550 M0 T418RE30
ZK30-28 15  08B-1] 655 61.1 7.2 90 550 M0 T418RE30
ZK40-3S 15 10B-1] 83.0 764 91 120 800 M2 T527RE40
ZK40-4S 15 128-1] 998 916 111 120 800 Mi2 T527RE40
ZK50-4S 15 128-1] 998 916 111 150 1000 M20 T638RES0
ZK50-58 13 16B-1| 117.0 106.1 162 150 100.0 M20 T638RES0
ZK60-6S 13 20B-1| 1478 1327 185 150 100.0 M20 T745RE60
ZKB0-7S 11 24B-1] 150.0 1352 241 150 140.0 M20 T745REG0

Duplex - Zinc Plated Steel
ZK20-1D 15 06B-2| 493 458 5.3 9.0 550 M0 T315RE20
ZK30-1D 15 06B-2| 493 458 53 9.0 60.0 Mi0 T418RE30
ZK30-2D 15 08B-2| 655 61.1 7.2 9.0 600 Mi0 T418RE30
ZK40-3D 15 10B-2| 830 764 91 120 80.0 Mi2 T527RE40
ZK40-4D 15 12B-2| 998 916 111 120 80.0 M2 T527REA0
ZK50-4D 15 12B-2| 998 916 111 150 1200 NM20 T638RESD
ZK50-5D 13 16B-2| 117.0 106.1 16.2 150 120.0 M20 TE38RES0
ZK60-6D 13 20B-2| 1478 1327 185 150 140.0 M20 T745REB0
ZK60-7D 11 24B-2| 150.0 1352 241 150 1400 M20 T745REB0

Triplex - Zinc Plated Steel
ZK30-1T 15 06B-3] 493 458 5.3 9.0 70.0 MI0 T418RE30
ZK40-2T 15 08B-3] 655 611 72 120 80.0 Mi2 T527RE40
ZK40-3T 15 10B-3] 83.0 764 91 120 80.0 Mi2 T527RE40
ZKS50-3T 15 10B-3] 830 764 9.1 150 120.0 M20 T638RES0
ZK50-4T 15 12B-3] 998 916 111 150 120.0 M20 TE38RES0
ZK60-5T 13 16B-3] 117.0 106.1 16.2 150 160.0 M20 T745RE60
ZK60-6T 13  20B-3| 1478 1327 185 15.0 160.0 M20 T745RE60
ZKB0-7T 11 24B-3] 150.0 1352 241 15.0 180.0 M20 T745REG0

CIAO (with stainless steel nuts and bolts)

Simple - Plastic
XZN20-1S 21 06B-1] 68.0 639 53 180 550 M0 T315PX20
XZN30-1S 21 06B-1] 68.0 63.9 53 18.0 550 M0 T418PX30
XZN30-2S 18  08B-1| 778 731 72 180 550 MI0 T418PX30
XZN30-38 17 10B-1] 930 864 91 180 550 M0 T418PX30
XZN40-3S 17 10B-1] 93.0 864 91 180 800 Mi2 T527PX40

Simple - Stainless Steel
XZK20-1S 15 06B-1| 493 458 5.3 9.0 550 Mi10 T315PX20
XZK30-1S 15 06B-1| 493 458 5.3 9.0 550 MI0 T418PX30
XZK30-2S 15 08B-1] 655 61.1 7.2 9.0 550 Mi0 T418PX30
XZK40-3S 15 10B-1] 83.0 764 9.1 120 80.0 M2 T527PX40
XZK40-4S 15 12B-1] 998 916 111 120 80.0 M2 T527PX40
XZK40-58 13 16B-1| 117.0 106.1 16.2 150 100.0 M2 T527PX40

Z = No. of teeth
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POWER TRANSMISSION

ARM TENSIONER SLIDE BLOCK

The slide blocks may be used with both the C-R.E.S.A. and CIAO. It is
available for use with British Standard simple, duplex and triplex chains.
The Polyethylene Slide Block is normally used in slower speed
applications and has an operating speed range up to 20m/min and a
maximum working temperature of +70°C. When used with the CIAO the
part number changes and the standard bolts are replaced with stainless

steel.
Part No. Part No. Suit Arm  Suit Arm
C-R.E.S.A CIAO Chain| C D E H R | C-R.ES.A CIAO
Simple

VR10-0S XVR10-0S 05B-1 25 100 450 M0 35.0] T211RE10 T211PX10
VR10-1S XVR10-1S 06B-1 50 10.0 450 M0 35.0] T211RE10 T211PX10
VR20-2S XVR20-28 08B-1 7.0 140 550 MI0 35.0] T315RE20 T315PX20
VR30-2S XVR30-28 08B-1 70 140 550 M0 350] T418RE30 T418PX30
VR30-38 XVR30-38 10B-1 90 165 550 MI0 450] T418RE30 T418PX30
VR30-4S XVR30-45 12B-1] 110 175 600 MI0 450] T418RE30 T418PX30
VR40-4S XVR40-45 12B-1] 11.0 17.5 80.0 Mi2 450] T527RE40 T527PX40
VR40-55 XVR40-55 16B-1] 160 18.0 80.0 WMi2 55.0] T527RE40 T527PX40

VR50-6S 20B-1] 18,0 20.0 100.00 M20 55.0] T638RE S50
VR50-7S 24B-1] 240 240 1000 M0 55.0] T638RE S50
Duplex

VR10-1D XVR10-1D 06B-2 50 180 450 M0 350] T211RE10 T211PX10
VR20-2D XVR20-2D 08B-2 70 205 550 M0 350] T315RE20 T315PX20
VR30-2D XVR30-2D 08B-2 70 205 600 M0 35.0] T418RE30 T418PX30
VR30-3D XVR30-3D 10B-2 90 250 700 M0 450] T418RE30 T418PX30
VR40-4D XVR40-4D 128-2| 11.0 30.0 80.0 M2 450] TS527RE40 T527PX40
VR40-5D XVR40-5D 16B-2| 16.0 47.0 90.0 M2 55.0] T527RE40 T527PX40
VR50-5D 16B-2] 16.0 47.0 100.0 AM20 55.0] T638RE 50

Triplex
VR20-1T XVR20-1T 06B-3 50 250 550 M0 350] T315RE20 T315PX20
VR30-2T XVR30-2T 08B-3 70 340 700 M0 350] T418RE30 T418PX30
VR40-3T XVR40-3T 10B-3 9.0 420 1000 Mi2 45.0] T527REA40 T527PX40
VR40-4T XVR40-4T 12B-3] 110 450 1000 Mi2 450] T527RE40 T527PX40
VR40-5T XVR40-5T 16B-3] 16,0 795 100.0 M2 55.0] T527RE40 TS527PX40
VR50-5T 16B-3] 16.0 79.5 120.0 AM20 55.0| T638RE S50

|
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POWER TRANSMISSION

BLU TENSIONER*

*PATENTED
The BLU Tensioner is manufactured in plastic and uses stainless steel
screws. The internal spring is available in zinc plated steel or stainless
steel. Maximum operating temperature is +80"C. All bodies are
supplied with a preloading system to allow the unit to be bolted into
position and then release the tension. The tensioner can be fitted with
a variety of different accessories including Sprockets or Polyethylene
Slide Blocks to suit British Standard simple and duplex chain, and
Rollers in zinc plated steel and plastic. The stroke length of the BLU
is 40mm. Unless specified, the BLU tensioner will be assembled in
the H position.

FIN) 4
—Ey - /1: Size 30
-+ e
- /{
F - ,_{ <
-
S T |a fa 7 Z” A(A: Size 20
Hjj ® O|— %1 T
h G - /7/"
HIRL u
ﬂ I J - /’4__,,.852910
- —— =
\ / =1
=
] B=Ea -
C £ K - Compression
0 . ey > Of the
spring [mm]

Part

No. A B C D E F G H | J K | Newton
Spring in zinc plated steel
BL10-6Z | 1050 20.0 38.0 520 27.0 470 58.0 65 165 420 50 36-79
BL20-6Z | 1050 200 380 520 270 470 580 65 165 420 50 64-142
BL30-6Z | 1050 20.0 380 520 270 470 58.0 65 165 420 5.0 | 108-239
Spring in stainless steel
BL10-6X | 1050 20.0 38.0 520 270 470 580 65 165 420 50 35-77
BL20-6X | 1050 20.0 380 520 270 470 580 65 165 420 5.0 63-139
BL30-6 X [ 105.0 200 380 520 270 470 580 65 165 420 50 | 105-233

/\TA{

O

H Position Y Position
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POWER TRANSMISSION

BLU TENSIONER ROLLER KIT

The BLU Tensioner Roller Kit consists of a steel fork with a
centrally located roller . The rollers are available in plastic
(polyamide) or in zinc plated steel, and are fitted with greased
bearings. The steel rollers can be used in temperatures up to +80°C
while the plastic rollers may only be used up to +70°C.

Part
No. A B C D E F G To Suit
FP1/FU1 30.0 20.0 350 450 60.0 23.0 8.0/ BL 10 & BL 20
FP2/3, FU2/3 40,0 200 450 520 660 28.0 8.0] BL 20 & BL 30

FP - Polyamide Roller
FU - Zinc Plated Steel Roller

BLU TENSIONER ROLLER KIT WITH SHIELDS

e . p——
[}

The BLU Tensioner Roller Kit with Shields consists of a stainless
steel fork with a centrally located roller . The rollers are available in
plastic (polyamide) or in stainless steel, and are fitted with greased
bearings with cover shields. Both rollers are suitable for use in the
food industry or in other applications where environmental issues
require high grade material. The steel rollers can be used in
temperatures up to +80°C while the plastic rollers may only be used

up to +70°C.
Part
No. A B C D E F G To Suit
FPX1 / FUX1 30.0 20.0 350 450 540 230 8.0 BL10 & BL 20
FPX2/3, FUX2/3| 40.0 200 450 520 720 280 8.0] BL 20 & BL 30|

FPX - Polyamide Roller
FUX - Stainless Steel Roller

BLU TENSIONER ROLLER KITS FOR SPECIAL APPLICATIONS

The FG roller is ideal for special applications such as narrow timing
belts. The polyamide roller is fitted with small bearings, allowing
the roller to be machined to suit V, O-ring or flat belts.

Part

No. A B C D E F G To Suit
FGA 550 20,0 200 250 450 340 8.0|BL 10 &BL 20
FGB 5500 20,0 30.0 350 550 340 8.0|BL 20 &BL 30
FGC 550 200 400 450 650 340 8.0 BL 30

www.atlantis-pt.com




A atlantis

POWER TRANSMISSION

BLU TENSIONER SPROCKET

The BLU Tensioner Sprocket consists of an aluminium fork with a
centrally located sprocket to suit British Standard simple or duplex
chain. The sprocket is zinc plated steel installed with an enlarged
bearing, and is equipped with a stainless steel screw. Maximum
operating speed is 60m/min. Maximum operating temperature of the

sprocket is +80"C. r
F
Part
No. Z Chain| A B Cc D E F To Suit
Simple
FN20-1S-21 21  06B-1] 67.0 639 53 190 39.0 535 BL20&BL30 Simple

FN30-2S-16 16 08B-1] 69.0 65.1 7.2 190 39.0 535 BL30

FN30-2S-18 18 08B-1] 77.8 731 7.2 190 39.0 535 BL30

FN30-35-14 14 10B-1| 78.0 713 9.1 190 440 635 BL30

FN30-35-17 17 10B-1] 93.0 864 9.1 190 440 635 BL30
Duplex

FN30-1D-21 I 21 OSB-ZI 68.0 63.9 53 370 60.0 53.5| BL30

Z = No. of teeth

BLU TENSIONER SLIDE BLOCK

The BLU Tensioner Slide Block consists of a polyethylene slide
block and a stainless steel screw. It is available for British Standard
simple, duplex and triplex chains. The ‘U’ style slide block can be
used for chain up to 15mm wide, Maximum operating temperature
of the sliding block is +70*C, and is suitable for use in the outside

environment.
Part
No. Chain | A C D E R To Suit
Simple
VF1S 06B-1| 200 50 200 37.5| BL10 & BL20
VF2S 08B-1| 200 7.0 200 37.5| BL20 & BL30
VF3S 10B-1| 200 9.0 200 40.0| BL20 & BL30
VE4S 128-1] 200 11.0 200 400  BL30 . . 1T
U Profile ===
vetu | oeB-1] 200 200 150 37.5] BL10 & BL20 Simple Duplex Triplex
Duplex
VF1D 06B-2| 200 50 200 37.5| BL10 & BL20 g
VF2D 088-2| 200 7.0 200 37.5| BL20 & BL30 1
VE3D 10B-2| 200 9.0 250 400  BL30
Triplex
vEIT | o0eB-3| 200 50 250 37.5] BL20 & BL30
-
~
U Profile
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POWER TRANSMISSION

BLUD TENSIONER (Standard Bracket Type)

The BLUD Plastic Tensioner with standard bracket allows for
compact installation in tight applications. The BLUD is
manufactured in plastic and uses stainless steel screws with the
bracket also manufactured in stainless steel. The internal spring is
available in zinc plated steel or stainless steel. Maximum operating
temperature is +80°C. All bodies are supplied with a preloading
system to allow the unit to be bolted into position and then release
the tension. The tensioner can be fitted with a variety of different
accessories including Polyethylene Slide Blocks to suit British
Standard simple, duplex and triplex chain, and Rollers in zinc plated

T \

& é}! b D —
1

e [ YT %

R .

steel and plastic. The stroke length of the BLUD is 40mm. o
e
Part
No. A B C D E F G H | J K L | Newton
Spring in zinc plated steel F
BD2.10-6 Z| 1050 20.0 380 1040 310 470 580 65 165 420 50 520 )| 72-158
BD220-6Z| 105.0 20.0 380 1040 310 470 580 65 165 420 50 520 | 128-284
BD2.30-6Z] 105.0 200 380 1040 310 470 580 65 165 420 50 520 | 216-478 A
Spring in stainless steel
BD2.10-6 X| 105.0 20.0 380 104.0 310 470 580 65 165 420 50 520 70-154 G
BD2.20-6 X| 105.0 20.0 380 1040 310 470 580 65 165 420 50 520 | 126-278
BD2.30-6 X| 105.0 20.0 380 1040 310 470 580 65 165 420 50 520 | 210-466
="
—
BLUD TENSIONER (Extended Bracket Type) ”'1
The BLUD Plastic Tensioner with extended bracket is ideal for E
narrow installations. The BLUD is manufactured in plastic and uses 3
stainless steel screws with the bracket also manufactured in stainless AN ! Ny )
steel. The internal spring is available in zinc plated steel or stainless N n o ! d}: & H
steel. Maximum operating temperature is +80"C. All bodies are - AR '
supplied with a preloading system to allow the unit to be bolted into a : | i 1
position and then release the tension. An array of different i } i
accessories can be used including Polyethylene Slide Blocks to suit N\ : PN /
British Standard simple, duplex and triplex chain, and Rollers in w
zinc plated steel and plastic, The stroke length of the BLUD is ‘
40mm. ! 2] |
J
M
2y
Part
No. A B D E F G | J K L M N | Newton
Spring in zinc plated steel F
BF2.10-6 Z| 105.0 20.0 1040 31.0 47.0 58.0 400 1240 50 520 1440 105 72-158
BF2.20-6Z| 105.0 20.0 104.0 31.0 47.0 580 400 1240 50 520 1440 105 | 128-284 5 A
BF 2.30-6 2] 105.0 20.0 1040 31.0 47.0 580 400 1240 50 520 1440 105 | 216-478
Spring in stainless steel e
BF 2.10-6 X| 105.0 20.0 104.0 31.0 47.0 580 400 1240 50 520 1440 105 70-154
BF 2.20-6 X | 105.0 20.0 104.0 31.0 470 58.0 400 1240 50 52.0 1440 105 | 126-278
BF 2.30-6 X[ 105.00 20.0 104.0 31.0 470 58.0 40.0 1240 5.0 520 144.0 105 | 210-466 T
L—al K
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POWER TRANSMISSION

BLUD TENSIONER (L-Shaped Bracket Type)

The BLUD Plastic Tensioner with the L shaped bracket is
completely versatile, allowing for 3 different mounting positions.
The BLUD is manufactured in plastic and uses stainless steel screws
with the bracket also manufactured in stainless steel. The internal
spring is available in zinc plated steel or stainless steel. Maximum
operating temperature is +80°C. All bodies are supplied with a
preloading system to allow the unit to be bolted into position and
then release the tension. The tensioner can be fitted with a variety of
different accessories including Polyethylene Slide Blocks to suit
British Standard simple and duplex chain, and Rollers in zinc plated
steel and plastic. The stroke length of the BLUD is 40mm.

L

f—1 —Ey
‘ | \ | ﬁ ¢
T + |,
Y 4 @
| N
| ; 6
BN o ]
N LA L/ —\&
-+ =+ k5 = = K
| I C  —
I
' E
D
Part
No. A B C D E F G H | J K L M__N* O | Newton

Spring in zinc plated steel
BA 2.10-6Z) 105.0 20.0 80.0 1040 730 470 580 65 200 120 50 520 440 1250 105 | 72-158
BA 220-6 Z| 1050 20.0 80.0 1040 730 470 580 65 200 120 50 520 440 1250 105 | 128-284
BA 2.30-6 Z| 105.0 20.0 80.0 1040 730 470 580 65 200 120 50 520 440 1250 105 | 216-478
Spring in stainless steel
BA 2.10-6 X| 105.0 20.0 80.0 1040 730 470 580 65 200 120 50 520 440 1250 105 | 70-154
BA 2.20-6 X| 105.0 20.0 80.0 1040 730 470 580 65 200 120 50 520 440 1250 105 | 126-278
BA 2.30-6 X| 105.0 20.0 80.0 1040 730 470 580 65 200 120 50 520 440 1250 105 | 210-466
* N Dimension for Styles 1 and 2 only

FN) &
- ® Size 230
221 4L
P —
- 7
- '{
- Z
v
/ § o
- Z — —a Size 220
- =
. -
- e =) = -
- 7] —== Size 210 | e— ——
" Style 1 Style 2 Style 3
- -
=T

| 3= -

- Compression

L3 » of the

| — 1 ——
spring [mm]
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POWER TRANSMISSION

BLUD TENSIONER SLIDE BLOCK

The BLUD Tensioner Slide Block is designed for longer center
distances and consists of a polyethylene sliding block and a stainless
steel screw. It is available for British Standard simple, duplex and
triplex chains. Maximum operating temperature of the sliding block
is +70°C, and is suitable for use in the outside environment.

Part
No. Chain | A B C D E R r To Suit BLUD

Simple

VG2.10-0S 05B-1| 21.0 140.0 25 200 465 1200 200 10

VG2.20-18 06B-1| 21.0 140.0 50 20.0 465 1200 20.0 10& 20

V(G2.20-2S8 08B-1| 21.0 140.0 70 200 465 1200 20.0 20

V(G2.20-38 10B-1] 21.0 140.0 9.0 200 46.5 1400 20.0 20 & 30

VG2.30-48 12B-1| 21.0 1400 110 20.0 465 140.0 200 30

V(G2.30-58 16B-1] 21.0 1400 160 250 465 1600 20.0 30
Duplex

VG2.20-1D 06B-2( 21.0 140.0 50 200 46.5 1200 200 10&20

V(G2.20-2D 08B-2| 21.0 140.0 7.0 200 465 1200 200 20

VG2.20-3D 10B-2| 21.0 140.0 9.0 250 465 1400 20.0 20 & 30

VG2.30-4D 12B-2| 21.0 1400 110 30.0 465 1400 20.0 30

V(G2.30-5D0 16B-2] 21.0 1400 160 450 465 1600 20.0 30
Triplex

VG2.20-1T 06B-3| 21.0 1400 50 250 46.5 1200 20.0 10 & 20

VG2.20-2T 08B-3| 21.0 140.0 70 350 465 1200 20.0 20 & 30

VG2.20-3T 10B-3| 21.0 140.0 90 420 465 1400 20.0 20 & 30

VG2.30-4T 12B-3| 21.0 1400 110 50.0 465 140.0 200 30

VG2.30-5T 16B-3| 21.0 1400 16,0 80.0 465 1600 20.0 30

R
A . E E E
1
[ H I NN BEN 1T
e j— o
Simple Duplex Triplex
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POWER TRANSMISSION

TEN JOY TENSIONER

The TEN JOY Tensioner is ideal for applications which are very
tight for room. It can be used in conjunction with Sprockets or

Polyethylene Slide Blocks to suit British Standard simple, duplex
and triplex chain, and Rollers in both zine plated steel and plastic.

Part
No. A B C D E G H | J K | Newton
JB10.8 700 315 460 650 300 M8 64 300 120 11.0]| 0-100
JB10 700 315 460 650 300 M0 64 300 120 110]| 0-100
JB20.8 700 315 460 650 300 M8 64 300 120 110]| 0-170
JB30 70.0 315 460 650 300 M0 64 300 120 110 0-250
JB40 96.0 31.5 460 650 300 M0 64 420 120 11.0| 0-400
JB40.12 96.0 315 460 650 300 M12 64 420 120 11.0]| 0-400

. M10x55

| e _
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TEN JOY TENSIONER ROLLER KITS

There are two different types of rollers that are available to suit the
TEN JOY tensioner, steel and plastic (polyamide). The steel rollers are
zinc plated for longer life and both rollers are fitted with greased
bearings. The steel rollers can be used in temperatures up to +100°C
while the plastic rollers may only be used up to +70"C.

— C
Part D |.#.
No. A B C D H | To Suit
PJ1, UN 300 350 40.0 6.0 M8 JB10.8
PJ2/3 , UJ2/3 40,0 450 532 7.0 MO JB30 @q """"""" - |A
PJ4, U4 60.0 60.0 705 70 M12| JB40.12

PJ - Polyamide Roller
UJ - Zinc Plated Steel Roller
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TEN JOY TENSIONER SPROCKETS

Sprockets to suit the TEN JOY are manufactured in steel and are zinc plated. i
They are available to suit British Standard simple, duplex and triplex chains. The
assembly is supplied with a bearing and bolt set. They can be used at speeds up to

S
-

13

o
a

60m/min and temperatures up to +100"C. Simple
Part
No. Z Chain| A B C D E F H To Suit
Simple
KJ30-1S 15 06B-1| 493 458 53 9.0 302 145 MO JB30
KJ30-2S 15 08B-1] 655 611 7.2 9.0 302 145 M0 JB30
KJ40-3S 15 10B-1| 830 764 91 120 320 155 M2 JB40.12
KJ40-4S 15 12B-1] 998 916 111 120 320 155 M2 JB40.12 E['E
KJ40-58 13 16B-1| 117.0 1061 16.2 150 375 170 M2 JB40.12
Duplex Duplex
KJ30-1D 15  06B-2| 493 458 53 9.0 412 200 MO JB30
KJ30-2D 15  08B-2| 655 61.1 72 90 412 200 M0 JB30
KJ40-3D 15 10B-2| 83.0 764 9.1 9.0 515 240 M2 JB40.12
KJ40-4D 15 12B-2] 998 916 111 120 515 250 M2 JB40.12
Triplex
KJ30-1T 15 06B-3| 493 458 5.3 9.0 502 235 MO JB30
KJ40-2T 15 08B-3|] 655 61.1 7.2 120 520 255 M2 JB40.12
Z = No. of teeth "I E

Triplex

TEN JOY TENSIONER SLIDE BLOCKS

The TEN JOY Tensioner Slide Block consists of a polyethylene slide block and
steel screw. It is available for use with British Standard simple, duplex and triplex
chains. The Polyethylene Slide Block is normally used in slower speed

applications and has an operating speed range up to 20m/min and a maximum
working temperature of +70T -@-

Part
No. Chain| C D E F H R To Suit
Simple

VJ10-0S 058-1 25 100 310 100 M10 35.0 JB10
VJ10-1S 068-1 50 100 31.0 10.0 M0 35.0 JB10
VJ30-2S 088-1 70 140 350 100 M10 35.0 JB30
VJ30-3S 108-1 90 165 360 80 MO 450 JB30
VJ30-4S 128-1] 1.0 175 410 120 M0 450 JB30
VJ40-4S 128-1] 1.0 175 410 120 M0 450 JB40

VJ40-58 168-1] 16,0 180 410 120 M0  55.0 JB40

Duplex
VJ10-1D 068-2] 50 180 370 80 MO 350 JB10 E
VJ30-2D0 088-2| 7.0 205 400 80 MO 350 JB30 F| D |
VJ30-3D 108-2| 90 250 450 80 M0 450 JB30 — M
VJ30-4D 128-2| 11.0 300 500 80 MO 450 JB30 1 [
V. J40-4D 128-2] 11.0 300 500 80 M0 450 JB40

Triplex H-C = | | -E

vJ30-2T | oss3| 70 340 560 100 w0 350| JB30 -
Triplex
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POWER TRANSMISSION

ARCO TENSIONER*
*PATENTED
The ARCO Tensioner is very slim, making it ideal for very narrow
applications. With many different ways of fitting the ARCO, the
installation applications are endless. It can move 40 degrees in both 7. ,
directions and be used in conjunction with Sprockets and
Polyethylene Slide Blocks to suit British Standard simple, duplex
and triplex chain, and Rollers in both zinc plated steel and plastic.
B
Part Newton
No. A B C D E F G H 1 _Jglo=a| ——[
AB10.8 1025 800 150 20.0 250 675 350 M8 M8 | 30.0 0-90
AB10.10 | 1025 800 150 20.0 250 675 350 MO M8 300 0-90
AB20.10 | 1225 100.0 150 20.0 250 875 350 MO MO 30.0 0-135 C
AB20.16 | 1225 100.0 150 30.0 250 875 350 Mi6 MO 30.0 0-135 s -
AB30.10 | 1225 100.0 15.0 20.0 250 875 350 MO WM12 30.0 0-275 Jl-§§§
AB30.16 | 1225 1000 150 30.0 250 875 350 M6 M2 30.0 0-275 !
AB40.12 | 160.0 130.0 20.0 30.0 350 1100 500 Mi2 WMi16 35.0 0-750
AB40.16 | 160.0 130.0 20.0 30.0 350 110.0 500 M6 M6 35.0 0-750 F
AB50.16 | 215.0 175.0 30.0 450 500 1450 700 M6 M20 450 0-1400
AB50.20 | 215.0 175.0 30.0 450 500 1450 700 M20 M20 450 0-1400 A
AB60.20 | 270.0 220.0 350 50.0 70.0 175.0 950 M20 M24 50.0 | 0-2360 =
fon
'.:: ¥
e

ARCO TENSIONER ROLLER KITS

There are two different types of rollers that are available to suit the
ARCO, steel and plastic (polyamide). The steel rollers are zinc plated
for longer life and both rollers are fitted with greased bearings. The
steel rollers can be used in temperatures up to +100"C while the plastic
rollers may only be used up to +70°C.

Part
No. A B Cc D H To Suit
RP1, RU1 30.0 350 380 13.0 M8| AB10.8
RP2/3,RU2/3| 40.00 450 51.0 16.0 M10| AB20.10
RP4 60.0 60.0 680 21.0 M12| AB40.12
RU4 60.0 60.0 68.0 21.0 M16| AB40.16
RP5, RUS 80.0 90.0 9950 28.0 M20| AB50.20
RPS, RUB 90.0 135.0 142.0 27.0 M20|  AB60.20

RP - Polyamide Roller
RU - Zinc Plated Steel Roller
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POWER TRANSMISSION

ARCO TENSIONER SPROCKETS

Sprockets to suit the ARCO are manufactured in steel and are zinc plated. They are available to
suit British Standard simple, duplex and triplex chains. The assembly is supplied with a
bearing and bolt set. They can be used at speeds up to 60m/min and temperatures up to +100°C,

Part

No. Z Chain| A B C D E H To Suit
Simple

KB20-1S 15 06B-1| 493 458 53 90 260 MO AB20.10
KB30-1S8 15 06B-1] 493 458 5.3 90 260 MO AB30.10
KB30-2S 15 08B-1] 655 61.1 7.2 9.0 260 MO AB30.,10
KB40-3S 15 10B-1| 83.0 764 91 120 350 M2 AB40.,12
KB40-4S 15 12B-1] 998 916 111 120 350 M2 AB40.12
KB50-4S 15 12B-1] 998 916 111 150 43.0 M20 AB50.20
KB50-5S 13 16B-1| 117.0 106.1 16.2 150 47.0 M20 AB50.20
KB60-6S 13 20B-1| 147.8 1327 185 150 58.0 M20 AB60.20
KB60-7S 11 24B-1] 150.0 1352 241 150 60.0 M20 AB60.20
Duplex

KB20-1D 15 06B-2| 493 458 5.3 9.0 360 MO AB20.10
KB30-1D 15 06B-2| 49.3 458 53 9.0 360 MO AB30.10
KB30-2D 15 08B-2] 655 61.1 7.2 90 400 MO AB30.10
KB40-3D 15 10B-2| 83.0 764 91 120 510 M2 AB40.12
KB40-4D 15  12B-2| 998 916 111 120 550 M2 AB40.12
KB50-4D 15 12B-2| 998 916 111 150 63.0 M20 AB50.20
KB50-50D 13 16B-2| 117.0 106.1 162 150 79.0 M20 AB50.20
Triplex

KB30-1T 15 06B-3] 49.3 458 5.3 90 470 MO AB30.10
KB40-2T 15 08B-3] 655 61.1 72 120 580 M2 AB40.12
KB50-4T 15 12B-3] 998 916 111 150 820 M20 AB50.20
KB60-5T 13 16B-3] 117.0 106.1 16.2 150 1180 M20 ABG0.20

Z = No. of teeth
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POWER TRANSMISSION

ARCO TENSIONER SLIDE BLOCKS

The ARCO Tensioner Slide Block consists of a polyethylene slide block
and steel screw. It is available for use with British Standard simple, duplex
and triplex chains. The Polyethylene Slide Block is normally used in
slower speed applications and has an operating speed range up to 20m/min
and a maximum working temperature of +70°C.

Part

No. Chain| C D E H R To Suit
Simple
VB10-0S 058-1 25 100 190 MO0 350 AB10.10
VB10-1S 06B-1 50 100 190 M0 350 AB10.10
VB20-2S 08B-1 7.0 140 230 MO 350 AB20.10
VB30-28 08B-1 70 140 230 MO 350 AB30.10
VB30-3S 108-1 90 165 255 M0 450 AB30.10
VB30-4S 128-1| 11.0 175 265 M0 450 AB30.10
VB40-4S 12B-1| 11.0 175 280 M2 450 AB40.12
VB40-55 16B-1| 16.0 180 285 M2 550 AB40.12
VB50-6S 20B-1| 180 200 330 M6 550 AB50.16
VB50-7S 24B-1] 240 240 370 M6 550 ABS5S0.16
Duplex
VB10-1D 06B-2| 5.0 180 270 MO 350 AB10.10
VB20-2D 0BB-2| 7.0 205 295 M0 350 AB20.10
VB30-2D 08B-2| 7.0 205 295 M0 350 AB30.10
VB30-3D 10B-2| 90 250 340 MO 450 AB30.10
VB30-4D 12B-2| 11.0 300 390 MO 450 AB30.10
VB40-4D 12B-2| 11.0 300 405 M2 450 AB40.12
VB40-5D 16B-2| 160 470 575 M2 550 AB40.12
VBS50-5D 16B-2| 16.0 470 600 M6 550 AB50.16
Triplex
VB20-1T 06B-3] 5.0 250 390 MO 350 AB20.10
VB30-2T 0eB-3] 7.0 340 43.0 MO 350 AB30.10
VB40-4T 12B-3| 11.0 490 595 M2 450 AB40.12
VB40-5T 16B-3| 160 795 900 M2 550 AB40.12
VB50-5T 16B-3] 16.0 795 925 M6 550 ABS0.16

e

Simple Duplex Triplex
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POWER TRANSMISSION

TEN BLOC TENSIONER?* (with Sprocket)

*PATENTED

The TEN BLOC Tensioners has a self aligning head that can swing
through 360 degrees to align with the chain or belt. It has an
aluminium body and steel nickel plated column. It is capable of
higher torques than other similar type tensioners. It comes pre-
assembled with your choice of British Standard simple, duplex or
triplex sprockets.

Part

No. Z Chamn| A B C D E F G | J K L M N O P [Newton
Simple
TBRR1S | 21 06B-1 65,0 30,0 400 600 350 17.0 270 310 30 90 400 190 600 639| 60-170
TBRR2S | 18  08B-1 650 30,0 400 600 350 17.0 270 310 30 90 400 190 600 73.1| 90-250

TBRR3S | 17 10B-1 650 30.0 400 60.0 350 170 270 310 250 280 9.0 450 190 70.0 864 | 100-400
TBRR4S | 15 12B-1 65.0 30.0 400 600 350 170 270 310 250 280 90 450 190 70.0 91.6| 100-400
TBRRPSS| 12 16B-1 65.0 400 400 60.0 350 170 270 310 500 53.0 9.0 450 190 775 981 | 180-700

Duplex
TBRRID | 21 06B-2 65.0 30.0 400 600 350 17.0 270 31.0 30 90 600 370 600 639| 60-170
TBRR2D | 18  08B-2 65.0 30.0 400 600 350 17.0 270 31.0 30 90 600 370 600 73.1| 90-250

TBRR3D | 17 10B-2 65.0 30.0 400 60.0 350 170 270 310 250 280 9.0 650 370 700 864 | 100-400
TBRR4D | 15 12B-2 65.0 30.0 40.0 600 350 170 270 310 250 280 90 650 370 700 916| 100-400
TBRRPSD| 12 16B-2 65.0 400 400 600 350 170 270 31.0 500 530 90 780 510 775 981 | 180-700

Triplex
TBRRIT | 21 068-3 65.0 30.0 40.0 60.0 350 17.0 270 31.0 30 90 60.0 639 )| 60-170
TBRR2T | 18  08B-3 650 300 400 60.0 350 170 270 31.0 30 90 600 731 | 90-250
TBRR4T | 15 128-3 650 300 400 60.0 350 170 270 310 250 280 9.0 70.0 916 | 100-400
TBRRPST| 12 168-3 65.0 400 400 600 350 170 270 31.0 500 53.0 9.0 77.5 98.1 | 180-700
Z = No. of teeth
Simple Duplex Triplex
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POWER TRANSMISSION

TEN BLOC TENSIONER* (with Polyethylene Slide Block)

*“PATENTED

The TEN BLOC Tensioner has a self aligning head that can swing

through 360 degrees to align with the chain or belt. It has an 58 it
aluminium body and steel nickel plated column. It is capable of
higher torques than other similar type tensioners. It comes pre- 1
assembled with your choice of polyethylene slide blocks to suit A
British Standard simple, duplex or triplex chain.

Part

No. Chain| A B C D E F G | J K L M N o) R | Newton
Simple

TBVOS 05B8-1 65.0 18.0 400 60.0 350 17.0 270 31.0 3.0 90 180 25 33.0 350 30-100
TBV1S 06B-1 65.0 180 400 600 350 170 270 31.0 3.0 90 180 50 330 350 60-170
TBV2S 08B-1 65.0 18.0 400 600 350 170 27.0 31.0 3.0 90 180 70 330 350 90-250

TBV3S 10B-1 65.0 180 400 600 350 170 270 310 250 280 90 180 90 43.0 450 | 100-400
TBV4S 12B-1 65.0 18.0 40.0 600 350 170 270 310 250 280 9.0 180 11.0 43.0 450 | 100-400
TBVPSS 16B-1 65.0 18.0 40.0 60.0 350 17.0 270 310 50.0 530 90 20.0 16.0 53.0 550 | 180-700
TBVPES 20B-1 65.0 180 40.0 60.0 350 17.0 270 310 50.0 5630 90 220 180 530 550 180-700
TBVP7S 24B-1 65.0 18.0 40.0 60.0 350 17.0 270 310 50.0 53.0 9.0 240 240 530 550 | 180-700

Duplex
TBV1D 06B-1 65.0 18.0 40.0 60.0 350 170 27.0 310 30 90 180 50 33.0 350 60-170
BV2D 08B-1 65.0 18.0 40.0 60.0 350 17.0 270 31.0 30 90 210 7.0 330 350]| 90-250

TBV3D 10B-1 65.0 18.0 40.0 60.0 350 170 270 310 250 280 9.0 250 9.0 43.0 450 100-400
TBV4D 12B-1 65.0 180 40.0 60.0 350 170 270 310 250 280 90 30.0 110 43.0 450 | 100-400
TBVPSD 16B-1 65.0 180 400 60.0 350 17.0 27.0 31.0 50.0 530 9.0 470 160 530 550 | 180-700

Triplex
TBVAT 06B-1 65.0 180 400 600 350 17.0 270 310 3.0 90 250 50 330 350 60-170
TBvaT 08B-1 65.0 18.0 40.0 600 350 170 270 310 3.0 90 340 70 330 350]| 90-250

TBV4T 12B-1 65.0 180 400 600 350 170 270 310 250 280 9.0 490 11.0 43.0 450 | 100-400
TBVPST 16B-1 65.0 180 40.0 60.0 350 170 27.0 310 500 53.0 9.0 79.0 16.0 53.0 550 180-700

Simple Duplex Triplex
M
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Possible head rotation
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POWER TRANSMISSION

MIX TENSIONER

@
|
N

The MIX Tensioner is available in two sizes but it can be used in
many ways making it a very versatile manual tensioner. There are
varying accessories available that can be used including, Sprockets
and Polyethylene Slide Blocks to suit British Standard simple and
duplex chain, and Rollers in both zinc plated steel and plastic.

-

Part o
No. A B €C D E F G H I J K L F
MIX.8 65.0 85 30.0 50.0 6.0 11.0 120 M3 420 220 200 125

MIX.10 65.0 85 300 500 6.0 110 120 MO0 420 220 200 125

MIX TENSIONER ACCESSORIES

ROLLERS )
Part
No. A B C D H | To Suit
PMT, LU 300 350 400 55 M| MX8 i q
PM2/3, W23 | 400 450 532 40 w0l MX.10
PM - Polyamide Roller

UJ - Zinc Plated Steel Roller

SPROCKETS
Part
No. Z Chain| A B C D E F H | To Suit
Simple
KMI0-1S | 15 08B-1 | 493 458 53 90 310 175 Mo| MX10
KMI0-2S | 15 0881 | 655 611 72 90 310 175 Mol MX10
Duplex EZ‘E
KMIO-1D | 15 @ 06B-2 | 493 458 53 90 420 230 Mo| MX10 Simple
KMio-2D | 15 0882 | 655 611 7.2 90 460 240 w0l mMx10
Z = No. of teeth :
—
POLYETHYLENE SLIDE BLOCKS
Part
No. Chain| C D E F H R | To Suit e
Simplex D
VMI0-0S | 058-1 | 25 100 190 60 M0 350] MX.10 F F *c—'I
vmio-1s | o681 | 50 100 190 60 M0 350 Mx.10 —
vmi0-2s | 0881 | 70 140 230 60 M0 350] MX10
vmi0-3s | 1081 | 90 165 275 45 M0 350] mMX.10
Duplex
VMI0-1D | 0882 | 50 180 270 50 M0 350| MX.10
vmio-20 | o882 | 70 205 315 60 M0 350 Mx.10 11T a8 == g | =
vM10-30 | 1082 | 90 250 360 60 M0 350 MX10 Simple Duplex
R = Radius
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POWER TRANSMISSION

ASSO TENSIONER
The ASSO Tensioner is ideal for taking up tension on chain or H, Locking
belting where no shock absorption is required. A basic zinc plated Screw _
steel arm, it can be used in conjunction with Sprockets and F:I: : /
Polyethylene Slide Blocks to suit British Standard simple and 0“
duplex chain, and Rollers in both zinc plated steel and plastic. —
Part ¢ A
No. A B C D E F G H | TR
AH1.8 12500 105 153 30.0 80 100 205 M8 155 -+
AH1.10 125.0 105 153 300 80 100 295 MO 155 G
AH1.12 1250 105 153 30.0 80 100 295 M12 155 S .
AH2.10 1500 125 183 350 100 170 325 M0 175 C | N J , |
AH2.12 150.00 125 183 35.0 100 170 325 WM12 175 f—| |._.|
AH2.16 150.0 125 183 350 100 17.0 325 M6 175 g -
ASSO TENSIONER ACCESSORIES
ROLLERS D 8
Part ~H l -
No. A B C D H | To Suit
DPH30 . DAH30| 300 350 380 30 M8| AH1.8 i q ______________ (A
DPH40 . DAH40 | 40.0 450 510 6.0 MIO| AH1.10
DPHE0 60.0 60.0 68.0 80 M2| AH2.12
DAHEO0 60.0 600 680 80 M6l AH2.16 }
DPH - Polyamide Roller DAH - Zinc Plated Steel Roller c
SPROCKETS
Part
No. Z Chain| A B c D E H | To Suit
Simple

CH1-3/8S 15 06B-1 493 458 53 9.0 280 MO| AH1.10
CH1-1/28 15 08B-1 655 61.1 72 90 280 MO| AH1.10
CH2-5/8S 15 10B-1 830 764 91 120 345 M2| AH2.12
CH2-3/4S 15 12B-1 998 916 111 120 345 m2| AH2.12
CH2-1S 13 16B-1 | 117.0 1061 162 150 380 M6 AH2.16
Duplex
CH1-3/8D 15 06B-2 493 458 53 90 390 MO| AH1.10
CH1-1/2D 15 08B-2 655 61.1 7.2 90 410 MOl AH1.10
CH2-5/8D 15 10B-2 830 764 91 120 515 m2| AH2.12
CH2-3/4D 15 12B-2 998 816 111 120 540 M2| AH2.12
CH2-1D 13 168-2 117.0 1061 162 150 70.0 Mi6| AH2.16

Z = No. of teeth

POLYETHYLENE SLIDE BLOCKS
Part
No. Chain| D E H R | To Suit
Simple

THI-38S | 06B-1 | 100 19.0 M0 350 AH1.10
THi-128 | 08B-1 | 140 230 M0 350 AH1.10
TH2-5/8S | 10B-1 | 165 255 M0 450 Am2.10
THo-3/4S | 12B-1 | 175 265 Mo 450| Ar2.10 — )
THe-1s | 1681 | 180 285 M2 550| AHz.12 _ T

TH2-1.1/4S | 2081 | 200 305 w12 550| AH2.12 =/

TH2-1.1/2S | 24B-1 | 240 345 w2 ss0| A2 Simple

Duplex also available
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POWER TRANSMISSION

INTERCHANGE CHART
ATLANTIS Rosta Resatec
T211RE10 SE11 TE2
T315RE20 SE15 TE3
T418RE30 SE18 TE4
T527RE40 SE27 TES
T638RE50 SE38 TE6
T745RE60 SE45 TE7
T850RE70 SES50 TE8
ATLANTIS Interchanges with
BLU Spann Box Size 0
BLUD Spann Box Size 30

with Standard Bracket

BLUD Spann Box Size 1
with L-Shaped Bracket

TEN JOY Spann Boy

Refer to catalogue for specifications.
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